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Product Overview

An edge-lit aluminum exit sign is a sleek, modern life-safety
solution designed to combine high visibility with architectural
elegance, making it ideal for commercial buildings, offices,
hospitality venues, educational institutions, and upscale
retail spaces. Crafted with a durable extruded aluminum
housing and a clear acrylic panel that evenly distributes LED
illumination across the face, this type of sign delivers crisp,
uniform lettering that remains highly visible in both normal
and emergency conditions.

Available in both vibrant red and green illumination options
to meet varying building codes and design preferences, the
sign ensures clear directional guidance while complemen-
ting contemporary interior aesthetics. The energy-efficient
LED light source provides long-lasting performance with
minimal maintenance. Its edge-lit design creates a floating,
frameless appearance that enhances modern décor without
compromising safety standards.

Engineered for reliability, the sign includes a battery backup
system to ensure continued operation during power
outages, offering dependable emergency egress identifica-
tion when it matters most. With universal mounting options
for ceiling, wall, or end installation, it adapts seamlessly to
different layouts and architectural requirements.

Backed by a comprehensive 5-year warranty, this edge-lit
aluminum exit sign offers peace of mind through assured
quality, durability, and manufacturer support, making it a
smart, long-term investment in both safety compliance and
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* Ultra bright, energy efficient, long life Red or Green LEDs
* UV-stabilized ultra-clear acrylic edgelit panel provides
consistent, uniform illumination

* Double face utilizes factory installed silver mylar back-
ground panel

* Dual 120/277 voltage

* Charge rate/power “ON” LED indicator light and
push-to-test switch for mandated code compliance
testing

*4 8V long life, maintenance-free, rechargeable NiCd
battery

* Internal solid-state transfer switch automatically
connects the internal battery to LED board for minimum
90-minute emergency illumination

* Fully automatic solid-state, two rate charger initiates
battery charging to recharge a discharged battery in 24
hours
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Highlights and Certifications Key Specfifications

: RO Damp Location o oLt
LISTED| UL Listed ¢ P * Meets UL924, NFPA 101 Life Safety Code, NEC, OSHA,

Local and State Codes

* Operating temperature: 68°F — 122°

* Housing: Premium-grade, extruded aluminum housing
* Self-adhesive Chevron appliques and guide template
provided for directional indication

* 48V 600 mAh NI-MH battery

* Five year warranty on all electronics and housing. Battery
prorated for two years
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Ordering Guide
PART # No of faces Letter Color Panel Housing Color Battery Standard
ELEXT-1XCA 1 | Single face | R Red Cc Clear Black Battery
Aluminum backup
ELEXT-2XMA 2 | Doubleface | G| Green | M [ Mylar Standard

* Single face only available in clear
* Double face only available in mylar
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