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Product Overview

Aluminum profile channels are versatile lighting housings * Material: Extruded anodized aluminum (6060 Aviation)
specifically designed to encase and enhance LED strip * Aluminum Color: Silver

lights, combining structural support, thermal management, * Profile Type Option: Surface-mounted and recessed
and aesthetic refinement in one streamlined solution. Made * Standard Length: 1m (3.3 feet)

from high-quality extruded aluminum, these channels act as * Diffuser: Milky white standard

effective heat sinks that dissipate the heat generated by LED
strips, thereby improving performance, maintaining
consistent brightness, and significantly extending the
lifespan of the lighting system.

* Suitable for 6 to 12mm LED strips

They are available in a wide range of shapes and configura-
tions, including surface-mounted and recessed allowing
seamless integration into ceilings, walls, cabinetry, stair-
cases, retail displays, and architectural features. Our LED
aluminum profiles are paired with a white milky diffuser that
soften and evenly distribute light, reduce glare, and create a
continuous, dot-free illumination effect that enhances visual
comfort and overall ambiance.

In addition to their functional advantages, these channels
provide a clean, professional finish by concealing wiring and
protecting LED strips from dust, moisture, and physical
damage. Our profiles are finished in anodized silver, which
complements modern interior and exterior design styles.
Easy-to-install with accessories such as end caps, mounting
brackets enhance their application possibilities. Whether
used for accent lighting, task lighting, or decorative illumina-
tion, LED aluminum profile channels offer an efficient,
long-lasting, and visually appealing solution that meets both
technical requirements and contemporary design expecta-
tions.
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Ordering Guide

ALUMINUM PROFILE CHANNELS

PART # AP1707 AP1715 AP1616
Surface Technology Anodize Oxidation Anodize Oxidation Anodize Oxidation
Installation Method Clip / Mount Clip / Mount Clip / Mount
Aluminum Color Silver Silver Silver
Material 6060 Aviation Aluminum | 6060 Aviation Aluminum| 6060 Aviation Aluminum
Product Size Overall 17 mm/0.67" 17 mm/0.67" 16 mm/0.63”
Maximum Tape Size width 12.4 mm/0.49” 12.4 mm/0.49" 10.4mm/0.41”
PC Cover White / Milky White / Milky White / Milky
PC Transmittance 85.00% 85.00% 85.00%
Application Indoors Indoors Indoors
Dimensions
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Included Accessories
Clips End Caps PC Lens
> S -
& ¥, N\
\\{/ > N ‘ A‘ -
-
\

Certified LED Lights, LLC - www.certifiedledlights.com
13375 N. Stemmons Frwy, Ste 300, Farmers Branch TX 75234

Rev June 2026



