VAPOR TIGHT LIGHT

Certified LED Lights®

Product Data Sheet
Kelvin selectable vapor tight light

Product Overview

These vapor tight surface-mounted LED lights are available
in 2Ft, 4Ft and 8Ft, designed to prevent the intrusion of
moisture and dust. This high-efficacy light provides long-life
and uniform illumination, as well as standard 0-10vdc
dimming capability. Tunable 5-CCT (3500K, 4000K, 5000K,
5700K and 6500K) and Tunable 5-Wattage 2-Ft: 12W, 15W,
18W, 22W, 25W ; 4-FT:25W, 30W, 35W, 40W, 50W or 8-FT:
50w, 60W, 70W, 80W, 100W. TR04-50W-4FT-27-5TCP-EM
is a 4Ft wattage and kelvin selectable with emergency driver
included.

IP Ratings: This light carries an Ingress Protection (IP) rating
of IP65, indicating resistance to dust and water jets. This
makes them suitable for use in wet locations, wash-down
areas, and dusty environments.

Applications:

Parking garages

Car washes

Cold storage facilities

Food processing plants

Agricultural facilities (barns, greenhouses)

Industrial environments (warehouses, manufacturing plants)
Outdoor walkways and canopies
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Main Features

* CCT: 5 color temperature selectable in the field

* Wattage: 5 adjustable power selectable in the field

* DLC 5.1 premium listed

* ETL listed

* 125 to 130 lumens per watt

* High-Efficacy LED Performance Long-life LEDs provide
50,000 hours of operation. Utilizes long-lasting LED
packages delivering up to approximately 130 Im/W for
efficient, consistent illumination.

* Universal 100-277 AC voltage (50-60Hz) is standard
*Vapor-Tight Sealed Design IP65 construction helps ensure
reliable operation in damp and enclosed environments.

* 0-10 V dimming capability is standard

* Impact-Resistant Housing constructed from durable plastic
resins with stainless steel latches

* Sensor quick connect located internally so a microwave
motion can be easily added (sensor sold separately)

Product Warranty
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VAPOR TIGHT LIGHT
% Certified LED Lights®

Highlights and Certifications Key Specfifications
N * CCT: color temperature selectable 3.5K, 4K, 5K, 5.7K, 6.5K
ETL listed Ip65$ Wet Location * Adjustable power: 12, 15, 18, 22, 25W for the 2Ft light
\eerrooh ) * Adjustable power: 25, 30, 35, 40, 50W for the 4Ft light
TN =" * Adjustable power: 50, 60, 70, 80, 100W for the 8Ft light
DLC 5.1 Premium |{ 0-10 v \ Dimming: 0-10V * LED chips 2835, IP protected
Listed \ DIMMABLE ) * IP65 wet location

Field Selectable wattage 5-way dip switch:

Field Selectable CCT 5-way dip switch:

* Operating temperatures from -4°F to 120°F

* Power factor > 0.90

*CRI > 80

* Easy installation in new construction or retrofit

Performance
VP2F 12Watts 15Watts 18Watts
Color 3500 4000 5000 5700 6500 Color 3500 4000 5000 5700 6500 Color 3500 4000 5000 5700 6500
Lumens 1,500 1,500 1,536 1,560 1,560 Lumens 1,875 1,875 1,920 1,950 1,950 Lumens 2250 22250 2,304 2340 2340
Lumens/Watt | 125 125 128 130 130 JLumens/Watt| 125 125 128 130 130 JLumens/Watt| 125 125 128 130 130
VP2F 22Watts 25Watts
Color 3500 4000 5000 5700 6500 Color 3500 4000 5000 5700 6500
Lumens 2,750 2,750 2,816 2,860 2,860 Lumens 3125 3125 3,200 3,250 3,250
Lumens/Watt| 125 125 128 130 130 JLumens/Watt| 125 125 128 130 130
VP4F 25Watts 30Watts 35Watts
Color 3500 4000 5000 5700 6500 Color 3500 4000 5000 5700 6500 Color 3500 4000 5000 5700 6500
Lumens 3,125 3125 3,200 3,250 3,250 Lumens 3,750 3,750 3,840 3,900 3,900 Lumens 4375 4375 4480 4,550 4,550
Lumens/Watt| 125 125 128 130 130 jLumens/Watt| 125 125 128 130 130 JLumens/Watt| 125 125 128 130 130
VP4F 40Watts 50Watts
Color 3500 4000 5000 5700 6500 Color 3500 4000 5000 5700 6500
Lumens 5,000 5,000 5,120 5,200 5,200 Lumens 6,250 6,250 6,400 6,500 6,500
Lumens/Watt| 125 125 128 130 130 JLumens/Watt| 125 125 128 130 130
VP8F 50Watts 60Watts 70Watts
Color 3500 4000 5000 5700 6500 Color 3500 4000 5000 5700 6500 Color 3500 4000 5000 5700 6500
Lumens 6,250 6,250 6,400 6,500 6,500 Lumens 7,500 7,500 7,680 7,800 7,800 Lumens 8,750 8,750 8,960 9,100 9,100
Lumens /Watt | 125 125 128 130 130 JLumens/Watt| 125 125 128 130 130 jLumens/Watt| 125 125 128 130 130
VP8F 80Watts 100Watts
Color 3500 4000 5000 5700 6500 Color 3500 4000 5000 5700 6500
Lumens 10,000 10,000 10,240 10,400 10,400§ Lumens |12,500 12,500 12,800 13,000 13,000
Lumens /Watt | 125 125 128 130 130 JLumens/Watt| 125 125 128 130 130
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VAPOR TIGHT LIGHT

Dimensions Accessories (Sold Separately)
2Ft vapor tight * US2-01VR: Microwave motion sensor quick connect
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Ordering Guide
WATTAGE
PART # LUMENS SELECTABLE CCT TUNABLE
VP2F-M25W-CCT 1,500 - 3,250 12, 15, 18, 22, 25W 3.5K, 4K, 5K, 5.7K, 6.5K
VP4F-M50W-CCT 3.125 - 6,500 25, 30, 35, 40, 50W 3K, 3.5K, 4K, 4.5K, 5K
VP8F-M100W-CCT 6,250 — 13,000 | 50, 60, 70, 80, 100W 3K, 3.5K, 4K, 4.5K, 5K
TR-04-50W-4FT-27-5TCP-EM 4.606 — 7,793 30, 40, 50W 3K, 3.5K, 4K, 4.5K, 5K
Photometric Data
2FT 4FT
Polar Curve Cone Chart Polar Curve Cone Chart
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